








Allegro 1
Thickness 14.5 mm 
Width 277.5 mm 
Length 3,000 mm 
Weight 3.80 kg/ml 
Colours Teak, Rosewood, Ebony   
Distance between supports 45 cm 

Cladding

Vertigo: hollow-cell cladding, horizontal or vertical pose   
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Vertigo 
Thickness 20 mm 
Width 166 mm 
Length 3,000 mm 
Weight 2.55 kg/ml 
Colours Teak, Rosewood, Ebony   
Distance between supports 45 cm 

Allegro 1: extruded foam cladding, horizontal or vertical pose  

Allegro 2
Thickness 14.5 mm 
Width 280 mm 
Length 3,000 mm 
Weight 3.85 kg/ml 
Colours Teak, Rosewood, Ebony   
Distance between supports 45 cm 
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Allegro 2: extruded foam cladding, horizontal or vertical pose
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Colours

Standard colours

Personalised colours (to order)

Teak Rosewood Ebony

Brick Moleskin Chocolate

Granite Cream Charcoal

The exotic feel of Teak, the warmth of Rosewood, and a contemporary feel with Ebony: whether 

traditional or modern, the colours in the Géolam range will blend with any design or colour scheme. The

grained look of natural wood is authentic for every one of our colours, and will enhance the architectural

qualities of any space or structure. These durable colours permeate the whole board, and when teamed

up with other tones, the effect is invariably sensational. More sophisticated decorative effects can be

achieved by alternating the smooth and grooved sides of boards, or putting them next to materials of

contrasting texture, for example stone, ceramics, tiling, metalwork or plants….  

A style to match any preference
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www.geobois.com

ddp@geobois.com

Tél. : +33 (0)3 88 24 20 20
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